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CONTROLADOR LED
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FUMCTIOM OVERLEW:

1. The anline and offline integration design; Online priority

2. The master control card is the main control integrated design

3. Multiple controllers with cascaded cable

4, The software can download chip type, with frecuency, brightness ans othe parameters; support most
of the LED driver chip, such as UCS5124, DMX512AP
5. Can the online display connection state controller
6. Online write 50 card function

7. Support timer

8. Offline playblack can button to select the playback mode or speed etc
9. Output port protection

10. The DMX controller support write access function, can be set arbitrarily
Support 4 color mode

CONTROLER PRODUCT APPEARANCE AND DESCRIPTION

1. Apperarance and JK-C810D controller description

LED CONTROLLER 1. Power switch
2. Button
Lol 3. The LCD screen

4, Status indicator

5. Power situation

6. Play 50 card socket

7. Met export

8. DMX output port

9. GP5 interface (without)
10. Power connector

2. Specification

JE-CE100 Online and offline
AC 110-240V
integration controller

RGH, RGEW four base color, full color

display

10W

8*1024 pixels 8G (Sebective buying)

8 port serial shift DMX signal ports JBE*153%EMM

256-65,536 levels AdPin Terminal x8 {signal output)
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Controller software basic steps

1. New Project

Open the LED editor software, choose the type of controller was JK-C 8100; setting the project width
and height (according to the project actual pixel size); playback frame rate; the chip of the lamp type

controller cutput clock frequency information and set up project name and file path to save Ok the
following diafram for example

Comtroller list

TE-C200 T Edit Mode @ Flay Mode

Frajact Satting

Fidth 800 Hei ght 300
Frs 20 >
Setting
Chip Typs RICR mray Lawvel EE‘ s
Clock freq AL ki Duty Eatio 208 i

Color Node MoP Color B w

7] Data Iswert
| SR
Seve Palh C: \Uzers'dnini strator\Desktop 003

Mote: this information is set to be completed in the menu bar “project setting” to query or maodify the
project properties.

2. Impaort animation effect file

The menu bar select the effect type, support for screen recording, open video effect open swf effect
and software comes with the test effect custom and play desktop

Effects | Bcit MeiPlay O

Sereen recording

[ Show mask

|4 word sffect

H  Picurs
Cigen Video effed

B Caen Swf effec
Test effect *
PBushing effect *
Calorful effect *
Cuitam
Erimakion

Play Desktop

Energia
J%!

£
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3. Lamp layout file
Manu bar select “Project” menu, as shown in figure to choose a way to layout

Froject | Effects  Edit et Play
Impert CADJCorelDRAW
Import Layout

Layaut

Easy layout...

mmigmn

Clear layout...

4. Output offline file (Apply to play offline, if you play online, please enter 5)
Menu bar select “project output” menu

R S . )
Output | Tools Setting F
Project Guide
Contrallerdata file

BMP File
Documents
videao file

After setting the output GAMMA and luminance values, select the offline the offline data output file

amms Setiing
D 2z 3
Channisl brightrszs sijozimant ([Frezs Ctrl to ba Sat all)

AL Dright ) 1o
Chaseall * {J o0 i
Charnell [] oo =
Charsnll |] (LTS
Charneld |] 100 =

"] Lockiag cemirallar beitan
|¥ Dutyut cosgletion run ths 5D card writing tacl
T
Copy the file to the already formatted FAT32 5D card, to comlete the operation
5.0n line setup and play
Net Play | Output Sett
MNet Play menu, enter the setting: = e
| Setting
Display Test
Audio Control

Energia
J%!

£
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5.1 Layout setting: the layout can be imported in the above 3 ways, you can also import at the interfa-
ce, and can enter the edit modification, etc. When the network is set, the normal controller number is
green , otherwise it is gray

Leyoul | Rai Ssbiing | Cantrellars paresster | Othse Setbing

Lizt of contrallers

1l213fals[s[7]8]s
1 (12 /13 (14 |15 [16 |17 |18 | 18
22223 (24 |25(28 27 (28|29
R3] M

g =

B Comnsotion W Tailed
[ e | | @ || cwenw |

5.2 Metwork setting select the amchine IP address
The computer must set a fixed IP address, P address segment: 192.168.0.N (N values between 1-255),

application

I_I-g_l_\'l_t_] Wet Sstting Contrallers parsseter | Other Setting)

Leed 7 NN |-

Comtroller £Emable i Starting l-'hlr_l'
I Betacrk g omping

| hgply (g} mada | | oE@) | Cemnelig) |

Energia
J%!

£
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5.3 Hardware parameter setting and write: in the new project set up in the type or in this interface to
set the chip type and other parameters, the connection controller, will participate in the controller.
Note: This step only needs to modify the controller parameters, such as the chip or the frequency or
channel brightness, it needs to be modified. You can this step directly if you don't need to adjust the
offline player or controller parameters

WORE me . ERED oo |
SR 5 - B [ o |
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|
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5.4 After setting the above operation, click the play button to play.
Above description for the summary of the software operation, the specific software functions
and details, please refer to the software specification
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